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Loosen wing screw.

8. Push retaining plate back.

| -
0

Remove lower receiver from assembly
device for extension.

l The cylindrical pin for stop pin (la-88) is
— spring-loaded. Secure the hole for cylindrical
f pin with your finger during disassembly (51q).
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10. Unscrew extension (12-92) from the lower
receiver.

Fig. 51a: Securing hole for cylindrical pin

11. Remove plate (la-89). with your finger

12. Remove nut for extension (la-90).

9.5.4 Removing the rear locking pin
1. Remove extension (Section 9.5.3).

Remove cylindrical pin for stop pin (la-88).

Remove stop pin for locking pin (/a-86).
Remove rear locking pin (/a-85).

2
3. Remove pressure spring for stop pin (la-87).
4
5
9.5.5 Remove pistol grip

| Required auxiliary materiqls-
®  7X150 mm screwdriver

Loosen cylinder head screw pin (la-97) using 7 x 150 mm screwdriver,
Remove cylinder head screw,

Remove pressure spring for stop pin (la-95).

1.

2

3. Remove pistol grip (/a-96).
4

5. Remove stop pin (/a-94).




9.5.6

9.5.7

Removing the sear release catch

Required auxiliary materials:
e @ 2.8 mm pin punch
*  Hammer

1. Extract axle for sear release catch (la-73)
using @ 2.8 mm pin punch.

The sear release catch (la-72) is spring-
loaded. Secure the sear release catch with
your finger during disassembly (52a).

2. Remove @ 2.8 mm pin punch.

3. Remove release catch (la-72).

Remove safety lever

Required auxiliary materials:
e ¢ 1.4 mm pin punch

1. Remove pistol grip (Section 9.5.5).

2. Remove sear release catch (Section 9.5.6).

3. Extract clamping sleeve for right-hand safe-
ty lever using @ 1.4 mm pin punch (52b).

4. Remove right-hand safety lever (la-75).

bd

Extract clamping sleeve for left-hand safety
lever (la-76) using @ 1.4 mm pin punch.

Remove left-hand safety lever (la-77).
Cock hammer.

Remove safety roller (la-78)

2 BN B

Pull the trigger. The hammer is released.

Fig. 52a:

£

Fig. 52b:

Extracting the clamping sleeve for
the right-hand safety lever.
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9.5.8

9]

Removing the hammer

Required auxiliary materials:
e @ 2.8 mm pin punch
*  Hammer

1. Extract axle for hammer (fa-68) using
@ 2.8 mm pin punch.

The hammer (/a-67) is spring-loaded. Secure
the hammer with your finger during disas-
sembly (53a).

Fig. 53a:

Removing the hammer
2. Remove @ 2.8 mm pin punch.
3. Remove hammer (la-67).
Fig. 53b:  Hammer for standard trigger Fig. 53c: Hammer for 2-stage trigger




9.5.9

Removing the trigger

Removing the standard trigger

Required auxiliary materials:
s (2.8 mm pin punch
s Hammer

1. Remove hammer (Section 9.5.8).

2. Extract axle for trigger (54a-71) using
@ 2.8 mm pin punch.

Remove disconnector {(54a-69).

4. Remove trigger (54a-70).

Removing the 2-stage trigger

Required auxiliary materials:
s @ 2.8 mm pin punch
e Hammer

1. Remove hammer (Section 9.5.8).

2. Extract axle for trigger (54b-5) using
@ 2.8 mm pin punch.

3. Remove disconnector (54b-2).

4. Remove bridge (54b-1).

5. Remove sear release rocker (54b-3).

6. Remove trigger (54b-4).

fig. 54c:  Removing the trigger

4~ .
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Fig. 54a:  Standard trigger
69  Disconnector
70  Trigger
71 Axle for trigger
2
e B
4 w
5
Fig. 54b:  2-stage trigger
1 Bridge
2 Disconnector
3 Sear release rocker
4 Trigger
5 Axle for trigger
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