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SP5 PISTOL

Technical data

Calibre 9 mm x 19

Operating principle Recoil-operated

Bolt system Roller-delayed blowback

Magazine capacity 10/15/30 cartridges

Cartridge case ejection Right

Mode of fire Single fire

Trigger pull 30 - 45 N

Muzzle velocity -v
5
- 

1
330 m/s

Muzzle energy -E
5
- 

1
435 J

Barrel profile / twist Groove/land profile, 6 grooves / 
right-hand twist, 250 mm

Sights Rotary rear sight, 4 positions 

Values rounded. Dimensions and weight may vary depending on the configuration.

1
 Ammunition Geco (VIP) 8,0g FMJ

Weight

Weapon without magazine 2500 g

Magazine, 10 / 15 / 30 cartridges 
(empty)

100 g / 120 g / 180 g

Magazine, 10 / 15 / 30 cartridges 
(full)

1

220 g / 305 g / 540 g

Dimensions

A Length 452 mm

B Width  63 mm

C Height 220 mm

D Sight radius 330 mm

E Barrel length 225 mm

   

 f Ambidextrous safety lever

 f Interfaces for magazine, hand protection and buttstock of the 

weapon are identical to the models SP89/MP5K

 f Elastic carrying sling in different lengths

 f Wide range of accessories e. g. 

–  Modular Slim Line handguard with “HKey-mounting point” 

for individual assembly of MIL STD 1913 Picatinny rail at 3, 

 6 and 9 o’clock position, with finger-protection for mounting 

at Picatinny rail at 6 o’clock
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SP5 PISTOL

Magazine 10 / 15 / 30
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Magazine capacity

 f 10, 15 oder 30 cartridges 

15x

10x

30x
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